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FIG. 6A

RECEIVE, BY A COMPUTER, A RESOURCE ACCESS REQUEST
TO A PROTECTED RESOURCE THAT INCLUDES A RESOURCE
602~ IDENTIFIER OF THE PROTECTED RESOURCE, A USER
IDENTIFIER OF A USER ASSOCIATED WITH THE RESOURCE
ACCESS REQUEST, AND RESOURCE ACCESS CONTEXT
INFORMATION FROM A CLIENT DEVICE VIA A NETWORK

'

604 EXTRACT, BY THE COMPUTER, THE RESOURCE IDENTIFIER
™ OF THE PROTECTED RESOURCE AND THE USER IDENTIFIER
OF THE USER FROM THE RESOURCE ACCESS REQUEST

!

606 DETERMINE, BY THE COMPUTER, A CONTEXT OF THE RESOURCE
™ ACCESS REQUEST FROM THE RESOURCE ACCESS CONTEXT
INFORMATION INCLUDED IN THE RESOURCE ACCESS REQUEST

v

RETRIEVE, BY THE COMPUTER, A RESOURCE VALUE
ASSOCIATED WITH THE RESOURCE IDENTIFIER OF THE
608 ] PROTECTED RESOURCE USING A RESOURCE
IDENTIFIER TO RESOURCE VALUE MAPPING

!

RECEIVE, BY THE COMPUTER, AN EMERGENCY VALUE
610 ASSOCIATED WITH THE RESOURCE ACCESS REQUEST

!

ADJUST, BY THE COMPUTER, THE RESOURCE VALUE
ASSOCIATED WITH THE RESOURCE IDENTIFIER OF THE
612-"] PROTECTED RESOURCE USING THE RECEIVED EMERGENCY
VALUE ASSOCIATED WITH THE RESOURCE ACCESS REQUEST

5

TOFIG. 6B
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FROMFIG. 6A

614 RETRIEVE, BY THE COMPUTER, A USER TRUST VALUE
™ ASSOCIATED WITH THE USER IDENTIFIER OF THE USER
USING A USER IDENTIFIER TO USER TRUST VALUE MAPPING

!

615~ ADJUST, BY THE COMPUTER, THE RETRIEVED USER
TRUST VALUE USING THE RECEIVED EMERGENCY VALUE

v

616 ESTIMATE, BY THE COMPUTER, A RISK VALUE
™ ASSOCIATED WITH THE DETERMINED CONTEXT
OF THE RESOURCE ACCESS REQUEST

!

MODULATE, BY THE COMPUTER, THE USER TRUST VALUE
ASSOCIATED WITH THE USER IDENTIFIER OF THE USER BASED
618 ON THE ESTIMATED RISK VALUE ASSOCIATED WITH THE
DETERMINED CONTEXT OF THE RESOURCE ACCESS REQUEST

!

GENERATE, BY THE COMPUTER, A RESOURCE ACCESS
620" CONTROL DECISION BASED ON THE ADJUSTED RESOURCE
VALUE AND THE MODULATED USER TRUST VALUE

!

OUTPUT, BY THE COMPUTER, THE GENERATED RESOURCE
ACCESS CONTROL DECISION BASED ON THE ADJUSTED

622 RESOURCE VALUE AND THE MODULATED USER TRUST

VALUE TO THE CLIENT DEVICE VIA THE NETWORK

END

FIG. 6B
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1
TRUST/VALUE/RISK-BASED ACCESS
CONTROL POLICY

This application claims the benefit of U.S. Provisional
Application 61/889,310, filed Oct. 10, 2013.

This invention was made with Government support under
Contract No.: FA8750-12-C-0265 (U.S. Department of
Homeland Security). The Government has certain rights in
this invention.

BACKGROUND

1. Field

The disclosure relates generally to resource access control
policies and more specifically to generating a resource
access control decision based on an adjusted resource value
associated with a protected resource and a modulated user
trust value associated with a user requesting access to the
protected resource.

2. Description of the Related Art

Traditional resource access control policies are rigid and
inflexible. This inflexibility results in many exceptions being
granted to allow legitimate resource access requests to
proceed. To address this inflexibility issue, risk-based access
control (RBA) policies were introduced to provide a con-
trolled flexibility in resource access control by taking cal-
culated risks, which are prohibited by the traditional access
control policies.

SUMMARY

According to one illustrative embodiment, a computer-
implemented method for generating a resource access con-
trol decision is provided. A computer modulates a user trust
value associated with a user identifier of a user requesting
access to a protected resource based on an estimated risk
value associated with a context of a resource access request.
The computer generates the resource access control decision
based on the modulated user trust value associated with the
user requesting access to the protected resource. According
to other illustrative embodiments, a computer system and a
computer program product for generating a resource access
control decision are provided.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1 is a pictorial representation of a network of data
processing systems in which illustrative embodiments may
be implemented;

FIG. 2 is a diagram of a data processing system in which
illustrative embodiments may be implemented;

FIG. 3 is a diagram illustrating a resource access control
system in accordance with an illustrative embodiment;

FIG. 4 is a diagram illustrating a resource access control
process in accordance with an illustrative embodiment;

FIG. 5 is a diagram illustrating a trust/value/risk-based
access control policy in accordance with an illustrative
embodiment; and

FIGS. 6A-6B are a flowchart illustrating a process for
managing access control of a protected resource in accor-
dance with an illustrative embodiment.

DETAILED DESCRIPTION

The present invention may be a system, a method, and/or
a computer program product. The computer program prod-
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2

uct may include a computer readable storage medium (or
media) having computer readable program instructions
thereon for causing a processor to carry out aspects of the
present invention.

The computer readable storage medium can be a tangible
device that can retain and store instructions for use by an
instruction execution device. The computer readable storage
medium may be, for example, but is not limited to, an
electronic storage device, a magnetic storage device, an
optical storage device, an electromagnetic storage device, a
semiconductor storage device, or any suitable combination
of the foregoing. A non-exhaustive list of more specific
examples of the computer readable storage medium includes
the following: a portable computer diskette, a hard disk, a
random access memory (RAM), a read-only memory
(ROM), an erasable programmable read-only memory
(EPROM or Flash memory), a static random access memory
(SRAM), a portable compact disc read-only memory (CD-
ROM), a digital versatile disk (DVD), a memory stick, a
floppy disk, a mechanically encoded device such as punch-
cards or raised structures in a groove having instructions
recorded thereon, and any suitable combination of the fore-
going. A computer readable storage medium, as used herein,
is not to be construed as being transitory signals per se, such
as radio waves or other freely propagating electromagnetic
waves, electromagnetic waves propagating through a wave-
guide or other transmission media (e.g., light pulses passing
through a fiber-optic cable), or electrical signals transmitted
through a wire.

Computer readable program instructions described herein
can be downloaded to respective computing/processing
devices from a computer readable storage medium or to an
external computer or external storage device via a network,
for example, the Internet, a local area network, a wide area
network and/or a wireless network. The network may com-
prise copper transmission cables, optical transmission fibers,
wireless transmission, routers, firewalls, switches, gateway
computers and/or edge servers. A network adapter card or
network interface in each computing/processing device
receives computer readable program instructions from the
network and forwards the computer readable program
instructions for storage in a computer readable storage
medium within the respective computing/processing device.

Computer readable program instructions for carrying out
operations of the present invention may be assembler
instructions, instruction-set-architecture (ISA) instructions,
machine instructions, machine dependent instructions,
microcode, firmware instructions, state-setting data, or
either source code or object code written in any combination
of one or more programming languages, including an object
oriented programming language such as Java, Smalltalk,
C++ or the like, and conventional procedural programming
languages, such as the “C” programming language or similar
programming languages. The computer readable program
instructions may execute entirely on the user’s computer,
partly on the user’s computer, as a stand-alone software
package, partly on the user’s computer and partly on a
remote computer or entirely on the remote computer or
server. In the latter scenario, the remote computer may be
connected to the user’s computer through any type of
network, including a local area network (LAN) or a wide
area network (WAN), or the connection may be made to an
external computer (for example, through the Internet using
an Internet Service Provider). In some embodiments, elec-
tronic circuitry including, for example, programmable logic
circuitry, field-programmable gate arrays (FPGA), or pro-
grammable logic arrays (PLA) may execute the computer
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readable program instructions by utilizing state information
of'the computer readable program instructions to personalize
the electronic circuitry, in order to perform aspects of the
present invention.

Aspects of the present invention are described herein with
reference to flowchart illustrations and/or block diagrams of
methods, apparatus (systems), and computer program prod-
ucts according to embodiments of the invention. It will be
understood that each block of the flowchart illustrations
and/or block diagrams, and combinations of blocks in the
flowchart illustrations and/or block diagrams, can be imple-
mented by computer readable program instructions.

These computer readable program instructions may be
provided to a processor of a general purpose computer,
special purpose computer, or other programmable data pro-
cessing apparatus to produce a machine, such that the
instructions, which execute via the processor of the com-
puter or other programmable data processing apparatus,
create means for implementing the functions/acts specified
in the flowchart and/or block diagram block or blocks. These
computer readable program instructions may also be stored
in a computer readable storage medium that can direct a
computer, a programmable data processing apparatus, and/
or other devices to function in a particular manner, such that
the computer readable storage medium having instructions
stored therein comprises an article of manufacture including
instructions which implement aspects of the function/act
specified in the flowchart and/or block diagram block or
blocks.

The computer readable program instructions may also be
loaded onto a computer, other programmable data process-
ing apparatus, or other device to cause a series of operational
steps to be performed on the computer, other programmable
apparatus or other device to produce a computer imple-
mented process, such that the instructions which execute on
the computer, other programmable apparatus, or other
device implement the functions/acts specified in the flow-
chart and/or block diagram block or blocks.

The flowchart and block diagrams in the Figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods, and computer pro-
gram products according to various embodiments of the
present invention. In this regard, each block in the flowchart
or block diagrams may represent a module, segment, or
portion of instructions, which comprises one or more
executable instructions for implementing the specified logi-
cal function(s). In some alternative implementations, the
functions noted in the block may occur out of the order noted
in the figures. For example, two blocks shown in succession
may, in fact, be executed substantially concurrently, or the
blocks may sometimes be executed in the reverse order,
depending upon the functionality involved. It will also be
noted that each block of the block diagrams and/or flowchart
illustration, and combinations of blocks in the block dia-
grams and/or flowchart illustration, can be implemented by
special purpose hardware-based systems that perform the
specified functions or acts or carry out combinations of
special purpose hardware and computer instructions.

With reference now to the figures, and in particular, with
reference to FIGS. 1-3, diagrams of data processing envi-
ronments are provided in which illustrative embodiments
may be implemented. It should be appreciated that FIGS.
1-3 are only meant as examples and are not intended to
assert or imply any limitation with regard to the environ-
ments in which different embodiments may be implemented.
Many modifications to the depicted environments may be
made.
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FIG. 1 depicts a pictorial representation of a network of
data processing systems in which illustrative embodiments
may be implemented. Network data processing system 100
is a network of computers and other devices in which the
illustrative embodiments may be implemented. Network
data processing system 100 contains network 102, which is
the medium used to provide communications links between
the computers and the other various devices connected
together within network data processing system 100. Net-
work 102 may include connections, such as wire commu-
nication links, wireless communication links, or fiber optic
cables.

In the depicted example, server 104 and server 106
connect to network 102, along with storage unit 108. Server
104 and server 106 may be, for example, server computers
with high speed connections to network 102. In addition,
server 104 and/or server 106 may provide controlled access
to protected resource 116, which also is connected to net-
work 102.

Clients 110, 112, and 114 also connect to network 102.
Clients 110, 112, and 114 are clients to server 104 and/or
server 106. In the depicted example, server 104 and/or
server 106 may provide information, such as boot files,
operating system images, and applications to clients 110,
112, and 114. Users of clients 110, 112, and 114 may utilize
clients 110, 112, and 114 to request and gain access to
protected resource 116, which is protected by server 104
and/or server 106.

Clients 110, 112, and 114 may be, for example, personal
computers, network computers, and/or portable computers,
such as laptop computers, with wire communication links to
network 102. In addition, clients 110, 112, and 114 may be
mobile data processing systems, such as cellular telephones,
smart phones, personal digital assistants, gaming devices, or
handheld computers, with wireless communication links to
network 102. It should be noted that clients 110, 112, and
114 may represent any combination of computers and
mobile data processing systems connected to network 102.

In this example, clients 110, 112, and 114 include bio-
metric measuring devices 118, 120, and 122, respectively.
Clients 110, 112, and 114 may utilize biometric measuring
devices 118, 120, and 122 to capture and record biometric
data corresponding to users of clients 110, 112, and 114.
Biometric measuring devices 118, 120, and 122 may
include, for example, imaging devices, such as cameras,
and/or sound capturing devices, such as microphones, to
capture and record images of the user or voice recordings of
the user. Clients 110, 112, and 114 may utilize the captured
biometric data to authenticate a particular user of a particular
client device. Further, clients 110, 112, and 114 may send the
captured biometric data to server 104 or server 106 for user
authentication prior to server 104 or server 106 allowing
access to protected resource 116.

In addition, clients 110, 112, and 114 include context
information 124, 126, and 128, respectively. Context infor-
mation 124, 126, and 128 may be, for example, unique
device identifiers and geographic location data regarding
clients 110, 112, and 114. Clients 110, 112, and 114 may
utilize the geographic location data to determine positioning
of clients 110, 112, and 114 within a geographic area or
building structure. The geographic location data may be
provided by, for example, global positioning system (GPS)
transceivers embedded within clients 110, 112, and 114.
Clients 110, 112, and 114 may send context information 124,
126, and 128 to server 104 or server 106 for determining a
context of an access request to protected resource 116 prior
to allowing access to protected resource 116.
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Protected resource 116 represents a set of one or more
different protected resources. A protected resource may be,
for example, a network, a document, a software application,
or a hardware device in network data processing system 100
that has restricted access to only authorized users. An
authorized user is a person that has permission to access
protected resource 116. The permission to access protected
resource 116 may be granted, for example, by a role assigned
to the authorized user. A role may include a set of one or
more assigned permissions to perform particular tasks or
actions on one or more protected resources. A permission is
aprivilege or right to access a protected resource. The access
privilege or access right may grant, for example, a user
assigned to that particular access privilege or access right the
ability to read, write, delete, and/or modify a protected
document. As another example, the access privilege or
access right may grant an assigned user the ability to access
and use a secure hardware device, software application, or
network, such as a secure computer, financial application, or
storage area network.

Storage unit 108 is a network storage device capable of
storing data in a structured or unstructured format. Storage
unit 108 may provide storage of, for example: names and
identification numbers of a plurality of different users; user
trust values associated with each of the plurality of different
users; user history data or access control logs for each of the
plurality of different users, which may include listings of
previously accessed protected resources, when the protected
resources were accessed, and what actions were performed
on the protected resources by the users; names and identi-
fication numbers of a plurality of different protected
resources; and resource values associated with each of the
plurality of different protected resources. Furthermore, stor-
age unit 108 may store other data, such as authentication
data that may include user names, passwords, and/or bio-
metric data associated with each of the plurality of different
users.

Also, it should be noted that network data processing
system 100 may include any number of additional server
devices, client devices, and other devices not shown. Pro-
gram code located in network data processing system 100
may be stored on a computer readable storage medium and
downloaded to a computer or other device for use. For
example, program code may be stored on a computer
readable storage medium on server 104 and downloaded to
client 110 over network 102 for use on client 110.

In the depicted example, network data processing system
100 is the Internet with network 102 representing a world-
wide collection of networks and gateways that use the
Transmission Control Protocol/Internet Protocol (TCP/IP)
suite of protocols to communicate with one another. At the
heart of the Internet is a backbone of high-speed data
communication lines between major nodes or host comput-
ers, consisting of thousands of commercial, governmental,
educational, and other computer systems that route data and
messages. Of course, network data processing system 100
also may be implemented as a number of different types of
networks, such as for example, an intranet, an internet, a
local area network (LAN), or a wide area network (WAN).
FIG. 1 is intended as an example, and not as an architectural
limitation for the different illustrative embodiments.

With reference now to FIG. 2, a diagram of a data
processing system is depicted in accordance with an illus-
trative embodiment. Data processing system 200 is an
example of a computer, such as server 104 in FIG. 1, in
which computer readable program code or instructions
implementing processes of illustrative embodiments may be
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6

located. In this illustrative example, data processing system
200 includes communications fabric 202, which provides
communications between processor unit 204, memory 206,
persistent storage 208, communications unit 210, input/
output (I/O) unit 212, and display 214.

Processor unit 204 serves to execute instructions for
software applications or programs that may be loaded into
memory 206. Processor unit 204 may be a set of one or more
processors or may be a multi-processor core, depending on
the particular implementation. Further, processor unit 204
may be implemented using one or more heterogeneous
processor systems, in which a main processor is present with
secondary processors on a single chip. As another illustra-
tive example, processor unit 204 may be a symmetric
multi-processor system containing multiple processors of
the same type.

Memory 206 and persistent storage 208 are examples of
storage devices 216. A computer readable storage device is
any piece of hardware that is capable of storing information,
such as, for example, without limitation, data, computer
readable program code in functional form, and/or other
suitable information either on a transient basis and/or a
persistent basis. Further, a computer readable storage device
does not include a propagation medium. Memory 206, in
these examples, may be, for example, a random access
memory, or any other suitable volatile or non-volatile stor-
age device. Persistent storage 208 may take various forms,
depending on the particular implementation. For example,
persistent storage 208 may contain one or more devices. For
example, persistent storage 208 may be a hard disk drive, a
flash memory, a rewritable optical disk drive, a rewritable
magnetic tape drive, or some combination of the above. The
media used by persistent storage 208 may be removable. For
example, a removable hard disk drive may be used for
persistent storage 208.

In this example, persistent storage 208 stores trust/value/
risk-based access control policy 218, user profiles 220,
resource table 222, and estimated risk values 224. Of course,
persistent storage 208 may store any type of information,
data, program, or module utilized by the different illustrative
embodiments.

Trust/value/risk-based access control policy 218 repre-
sents a set of one or more different trust/value/risk-based
access control policies. A trust/value/risk-based access con-
trol policy separates a resource value associated with a
protected resource, a user trust value associated with a user
requesting access to the protected resource, and an estimated
risk value associated with a context of the access request to
the protected resource into three distinct components. For
example, for an access request to a particular protected
resource, data processing system 200 utilizes the corre-
sponding risk, which data processing system 200 quantita-
tively estimates from context information contained within
the access request, to modulate the user trust value associ-
ated with the user requesting access to the protect resource.
Then, data processing system 200 utilizes the modulated
user trust value and the resource value associated with the
protected resource to generate a resource access control
decision, such as, for example, grant access, mitigate access
risk, or deny access, regarding the protected resource.

User profiles 220 represent a plurality of different user
profiles that are associated with a plurality of different users.
Data processing system 200 may associate each user in the
plurality of different users with a set of one or more user
profiles. User profiles 220 include user identifiers 226, user
trust values 228, user roles 230, user biometric data 232,
user resource access history logs 234, and user behavior
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profiles 236. However, it should be noted that user profiles
220 may include more or less data than shown. For example,
user profiles may not include biometric data 232. Such
embodiments may include profiling of device behavior,
programs, application data, sensor data, historical data about
any ofthese, and any other contextual information, available
to or stored in the device, in any combination. Such profiles
may be used to compute profiles of the users, groups or
subsets of users within the plurality of users, the devices the
users use of one or more device, in any combination thereof.

User identifiers 226 represent a plurality of different
unique identifiers associated with the plurality of different
users. Data processing system 200 may associate each user
in the plurality of different users with a set of one or more
user identifiers. A user identifier may be, for example, a
unique user identification number, a unique user name, or a
unique network address, such as an e-mail address. Data
processing system 200 may utilize user identifiers 226 to
uniquely identify each of the different users.

Device identifiers 227 represent a plurality of different
unique identifiers associated with a plurality of different
client devices. Data processing system 200 may associate
each device in the plurality of different client devices with
a set of one or more device identifiers. A device identifier
may be, for example, a unique device identification number,
a unique label, or a unique network address, such as an IEMI
number. Data processing system 200 may utilize device
identifiers 227 to uniquely identify each of the different
client devices. In addition, data processing system 200 may
associate each of the different users with one or more client
devices. Also, data processing system 200 may associate one
or more client devices with each of the different users.

User trust values 228 represent a plurality of different user
trust values associated with the plurality of different users.
Data processing system 200 may associate each user in the
plurality of different users with a set of one or more trust
values. A user trust value is a quantified level of trustwor-
thiness corresponding to a particular user. Data processing
system 200 may utilize user trust values 228 to determine the
level of trustworthiness of the different users to access a
protected resource, such as protected resource 116 in FIG. 1.

User roles 230 represent a plurality of different user roles
associated with the plurality of different users. Data pro-
cessing system 200 may associate each user in the plurality
of different users with a set of one or more roles. A user role
may include a set of one or more assigned permissions to
access a set of one or more different protected resources.
Data processing system 200 may utilizes user roles 230 to
determine permissions assigned to each of the different users
to access protected resources.

User biometric data 232 represent a plurality of different
user biometric data associated with the plurality of different
users. Data processing system 200 may associate each user
in the plurality of different users with biometric data corre-
sponding to each particular user. Biometric data may
include, for example, a voice print, a facial image, a retinal
image, a fingerprint, a hand print, a signature, or any
combination thereof. Data processing system 200 may uti-
lize user biometric data 232 to verify a user’s identity prior
to allowing access to a protected resource by the user. For
example, data processing system 200 may receive biometric
data corresponding to a particular user requesting access to
a protected resource from a client device having a set of one
or more biometric measuring devices, such as biometric
measuring device 118 of client 110 in FIG. 1. Data process-
ing system 200 may then compare the received biometric
data corresponding to the particular user requesting access to
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the protected resource with stored user biometric data 232 to
verify the particular user’s identity prior to allowing access
to the protected resource by that particular user. For a
particular kind of biometrics data, such as voice print, the
comparison of the received biometric data and the stored
biometric data may generate a matching score indicating the
degree of similarity between the received biometric data and
the stored biometric data. The matching scores of different
kinds of biometric data may be combined into an overall
matching score. The process of generating and combining
matching scores may be implemented on the server side as
depicted in FIG. 2, but also may be implemented on the
client side, such as on client 110, 112, or 114 in FIG. 1.

User resource access history logs 234 represent a plurality
of different user resource access history logs associated with
the plurality of different users. Data processing system 200
may associate each user in the plurality of different users
with a set of one or more resource access history logs. A user
resource access history log contains a record of each pro-
tected resource accessed by a particular user over a prede-
termined period of time, when the particular user accessed
and exited the protected resources, and actions taken by the
particular user while accessing the protected resources. A
user resource access history log may include other informa-
tion, such as, for example, an identification of a client device
utilized by a particular user to access the protected resources
and a geographic location of the client device while access-
ing the protected resources and other contextual information
that may be used to further identify the user, the accessing
device, and/or construct usage profiles used to assess the risk
of resource access. The user resource access history log may
be, for example, a first in/first out (FIFO) data table. Data
processing system 200 may utilize user resource access
history logs 234 to determine access patterns to protected
resources by a particular user and/or device and to determine
previous resource access permissions granted to the user
based on any number of relevant contextual factors.

User behavior profiles 236 represent a plurality of differ-
ent user behavior profiles associated with the plurality of
different users. Data processing system 200 may associate
each user in the plurality of different users with a set of one
or more behavior profiles. A user behavior profile may
include, for example, determined access patterns to pro-
tected resources by a particular user. A determined access
pattern may be, for example, that a particular user only
accesses a particular protected resource using a particular
client device, with a particular context (e.g., at a particular
geographic location at particular times) during particular
days of the week. Data processing system 200 may utilize
user behavior profiles 236 to help verify a particular user’s
identity prior to allowing access to a protected resource.

Resource table 222 is a listing of all resources protected
by data processing system 200. Resource table 222 includes
resource identifiers 238 and resource values 240. Resource
identifiers 238 represent a plurality of different resource
identifiers that correspond to a plurality of different pro-
tected resources. Data processing system 200 utilizes
resource identifiers 238 to uniquely identify each of the
plurality of different protected resources.

Resource values 240 represent a plurality of different
resource values that correspond to the plurality of different
protected resources. Data processing system 200 may asso-
ciate a resource value to each of the different protected
resources. However, it should be noted that more than one
protected resource may have the same resource value. A
resource value represents a worth, a level of importance, or
a level of sensitivity of a particular resource. For example,
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the higher the resource value corresponding to a particular
protected resource, the more important the corresponding
protected resource may be to an enterprise, organization,
institution, or governmental agency.

Estimated risk values 224 represent a plurality of different
estimated risk values that corresponds to a level of risk
associated with accessing the plurality of different protected
resources based on a context of each particular resource
access request. A risk is a calculated negative impact of a
user accessing one or more protected resources. Data pro-
cessing system 200 may determine the context of each
particular resource access request from information con-
tained within each access request. For example, the context
information included in a particular access request may
include an identification of the client device requesting
access 1o a particular protected resource and a geographic
location of the client device at the time of the access request.
The geographic location of the client device at the time of
the access request may be determined via a geographic
location device, such as, for example, geographic location
device 128 of client 114 in FIG. 1.

Communications unit 210, in this example, provides for
communication with other data processing systems or
devices. Communications unit 210 may provide communi-
cations through the use of either or both physical and
wireless communications links. The physical communica-
tions link may utilize, for example, a wire, cable, universal
serial bus, or any other physical technology to establish a
physical communications link for data processing system
200. The wireless communications link may utilize, for
example, shortwave, high frequency, ultra high frequency,
microwave, wireless fidelity (Wi-Fi), bluetooth technology,
global system for mobile communications (GSM), code
division multiple access (CDMA), second-generation (2G),
third-generation (3G), fourth-generation (4G), or any other
wireless communication technology or standard to establish
a wireless communications link for data processing system
200.

Input/output unit 212 allows for the input and output of
data with other devices that may be connected to data
processing system 200. For example, input/output unit 212
may provide a connection for user input through a keypad,
a keyboard, a mouse, and/or some other suitable input
device. Display 214 provides a mechanism to display infor-
mation to a user. In addition, display 214 may provide touch
screen capabilities.

Instructions for the operating system, applications, and/or
programs may be located in storage devices 216, which are
in communication with processor unit 204 through commu-
nications fabric 202. In this illustrative example, the instruc-
tions are in a functional form on persistent storage 208.
These instructions may be loaded into memory 206 for
running by processor unit 204. The processes of the different
embodiments may be performed by processor unit 204 using
computer implemented instructions, which may be located
in a memory, such as memory 206. These instructions are
referred to as program code, computer usable program code,
or computer readable program code that may be read and run
by a processor in processor unit 204. The program code, in
the different embodiments, may be embodied on different
physical computer readable storage devices, such as
memory 206 or persistent storage 208.

Program code 242 is located in a functional form on
computer readable media 244 that is selectively removable
and may be loaded onto or transferred to data processing
system 200 for running by processor unit 204. Program code
242 and computer readable media 244 form computer pro-
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gram product 246. In one example, computer readable media
244 may be computer readable storage media 248 or com-
puter readable signal media 250. Computer readable storage
media 248 may include, for example, an optical or magnetic
disc that is inserted or placed into a drive or other device that
is part of persistent storage 208 for transfer onto a storage
device, such as a hard drive, that is part of persistent storage
208. Computer readable storage media 248 also may take the
form of a persistent storage, such as a hard drive, a thumb
drive, or a flash memory that is connected to data processing
system 200. In some instances, computer readable storage
media 248 may not be removable from data processing
system 200.

Alternatively, program code 242 may be transferred to
data processing system 200 using computer readable signal
media 250. Computer readable signal media 250 may be, for
example, a propagated data signal containing program code
242. For example, computer readable signal media 250 may
be an electro-magnetic signal, an optical signal, and/or any
other suitable type of signal. These signals may be trans-
mitted over communication links, such as wireless commu-
nication links, an optical fiber cable, a coaxial cable, a wire,
and/or any other suitable type of communications link. In
other words, the communications link and/or the connection
may be physical or wireless in the illustrative examples. The
computer readable media also may take the form of non-
tangible media, such as communication links or wireless
transmissions containing the program code.

In some illustrative embodiments, program code 242 may
be downloaded over a network to persistent storage 208
from another device or data processing system through
computer readable signal media 250 for use within data
processing system 200. For instance, program code stored in
a computer readable storage media in a server data process-
ing system may be downloaded over a network from the
server to data processing system 200. The data processing
system providing program code 242 may be a server com-
puter, a client computer, or some other device capable of
storing and transmitting program code 242.

The different components illustrated for data processing
system 200 are not meant to provide architectural limitations
to the manner in which different embodiments may be
implemented. The different illustrative embodiments may be
implemented in a data processing system including compo-
nents in addition to, or in place of, those illustrated for data
processing system 200. Other components shown in FIG. 2
can be varied from the illustrative examples shown. The
different embodiments may be implemented using any hard-
ware device or system capable of executing program code.
As one example, data processing system 200 may include
organic components integrated with inorganic components
and/or may be comprised entirely of organic components
excluding a human being. For example, a storage device
may be comprised of an organic semiconductor.

As another example, a computer readable storage device
in data processing system 200 is any hardware apparatus that
may store data. Memory 206, persistent storage 208, and
computer readable storage media 248 are examples of
physical storage devices in a tangible form.

In another example, a bus system may be used to imple-
ment communications fabric 202 and may be comprised of
one or more buses, such as a system bus or an input/output
bus. Of course, the bus system may be implemented using
any suitable type of architecture that provides for a transfer
of data between different components or devices attached to
the bus system. Additionally, a communications unit may
include one or more devices used to transmit and receive
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data, such as a modem or a network adapter. Further, a
memory may be, for example, memory 206 or a cache such
as found in an interface and memory controller hub that may
be present in communications fabric 202.

In the course of developing illustrative embodiments, it
was discovered that earlier risk-based access control policies
were relatively simple and for many practical application
scenarios these simple access control policies lacked suffi-
cient flexibility to describe the complex tradeoff and inter-
action between the value of a protected resource being
requested by a user, the trust associated with the user
requesting access to the protected resource, and the context
of'the access request. These earlier risk-based access control
policies lumped together resource value, user trust value,
and context of the access request into one risk value. Such
a risk value could be associated with many different user
requests having very different combinations of resource
values, user trust values, and risk values associated with the
context of the access request. In addition, the flexibility in
specifying a risk-based access control policy is restricted,
which in turn limits how much flexibility the risk-based
access control policy is able to provide.

Tlustrative embodiments provide a trust/value/risk-based
access control policy that separates the user trust value, the
resource value, and the estimated risk value associated with
the context of the resource access request into three distinct
components. For a particular access request, illustrative
embodiments utilize the risk associated with the particular
access request, which is quantitatively estimated from the
context of the particular access request, to modulate the trust
value associated with the requesting user. Then, illustrative
embodiments utilize the modulated user trust value and the
resource value associated with the requested protected
resource to generate an access control decision. By separat-
ing the user trust value, the resource value, and the estimated
risk value associated with the context of the resource access
request, illustrative embodiments enable more flexibility in
specifying resource access control policies. Also, because
illustrative embodiments estimate the risk associated with a
user accessing a protected resource from the context of the
resource access request, the trust/value/risk-based access
control policy is a context-aware resource access control
policy. Consequently, illustrative embodiments are able to
modulate or adjust the user trust value associated with a
particular user based on the context of the resource access
request made by that particular user.

Tllustrative embodiments determine the context of a
resource access request by examining information associ-
ated with the resource access request that may be considered
relevant to network security regarding protected resources,
such as, for example, a physical geographic location of a
client device associated with a user requesting access to a
protected resource, a level of security corresponding to the
physical geographic location of the client device, a time of
day when the resource access request was made, a user
behavior profile corresponding to the user requesting access
to the protected resource, a level of security corresponding
to the client device utilized by the user requesting access to
the protected resource, a resource access history log corre-
sponding to the user requesting access to the protected
resource, and the like. As a result, the trust/value/risk-based
access control policy of illustrative embodiments is a flex-
ible resource access control policy that is context-aware and
context-adaptive.

Further, by separating the resource value associated with
a protected resource from the user trust value associated
with the user requesting access to the protected resource
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within the trust/value/risk-based access control policy, illus-
trative embodiments are able to handle resource access
requests during emergency situations. An emergency situa-
tion is a condition that requires immediate handling and
immediate resolution, such as, for example, when an online
service is provided, payment for that provided service is due.
In an emergency situation, illustrative embodiments may
increase the modulated user trust value associated with the
user requesting access to a protected resource to address the
urgent need. Alternatively, illustrative embodiments may
lower the resource value associated with the protected
resource to allow access to the protected resource during the
emergency, thus decreasing the importance of the requested
protected resource.

Thus, illustrative embodiments base resource access con-
trol decisions on the resource value associated with the
requested protected resource and the user trust value asso-
ciated with the user requesting access to the protected
resource. It should be noted that the user trust value asso-
ciated with the user requesting access to the protected
resource changes with the resource value associated with the
requested protected resource. For example, in most cases,
the user trust value decreases as the resource value increases,
with the exception of emergencies.

The user trust value also is affected by the context of the
resource access request. For example, a user requesting
access to a protected resource may be trustworthy (e.g., have
a high user trust value associated with the user), but the user
is utilizing a client device in a geographic location that has
a low security level so that the requested protected resource,
such as a sensitive document, is more likely to be compro-
mised if access to the requested protected resource is
granted. This means that the resource access request carries
a higher risk value than if the user were in a more secure
location so that the user trust value associated with the user
for this particular resource access request will be reduced
according to the estimated risk. As another example, the user
authentication subsystem may not have high confidence
level that the user requesting access to a protected resource
is who the user claims to be. In this case, the uncertainty
regarding the identity of the user results in a higher esti-
mated risk value. As a further example, the user requesting
access to a protected resource may have already been given
access to a high number of protected resources within a short
period of time. Consequently, a higher risk exists to let the
user access yet another protected resource due to the pos-
sibility that more protected resources will be disclosed if the
accessing device is lost, stolen, or otherwise compromised.

All these cases above indicate that some level of risk
exists and illustrative embodiments will reduce the user trust
value associated with the user requesting access to a pro-
tected resource according to the estimated risk associated
with the context of the resource access request. The effective
modulated user trust value associated with the user is not
only determined by the resource value associated with the
requested protected resource, but also is affected by the
context of the resource access request, which is unique for
each request. The trust/value/risk-based access control
policy of illustrative embodiments is able to deal with and
adapt to dynamically changing contexts, which change from
request to request.

As a result, illustrative embodiments decouple resource
values, user trust values, and estimated risk values. Illustra-
tive embodiments quantitatively estimate the risk value from
the context associated with the resource access request and
modulate the user trust value associated with the user
requesting access to a protected resource based on the
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estimated risk value. Illustrative embodiments then generate
a resource access control decision based on the resource
value associated with the requested protected resource and
the modulated user trust value. Consequently, the trust/
value/risk-based access control policy of illustrative
embodiments is flexible in the sense that the policy is
context-aware and context-adaptive. By quantitatively esti-
mating the risk from the context of a resource access request,
illustrative embodiments account for dynamic context
changes without enumerating all possible contexts.

The trust/value/risk-based access control policy model of
illustrative embodiments may include a plurality of different
modules. For example, the model may include a module that
specifies the user trust value associated with a user for
different resource values, assuming a secure context, such as
the user being in a secure location with a well-known access
device having a known secure configuration. It should be
noted that the user trust value is a value that is dependent
upon the resource value of a requested protected resource.
For example, the user trust value usually decreases as the
resource value of a requested protected resource increases.

The trust/value/risk-based access control policy model
also may include a module that modulates the user trust
value based on the estimated risk value. The model also may
include a module that assigns a resource value to each of the
protected resources. Further, the model also may include a
module that adjusts the user trust value or the resource
values of protected resources during emergency situations.
Either the modulated user trust value increases or the
resource value decreases. Furthermore, the model may
include a module that maps <modulated user trust value,
resource value> tuples to a resource access control decision.
It should be noted that this mapping may be independent of
the user’s identity requesting access to a protected resource.
In addition, it should be noted that either the modulated user
trust value or the resource value may have been adjusted in
an emergency situation. The policy model also may need a
risk estimate from a risk estimator module. However, it
should be noted that the risk estimator module may not be
included in the policy model.

The trust/value/risk-based access control policy needs
data inputs directly or indirectly from a plurality of data
sources. For example, the policy may receive input from a
risk estimator to provide a risk estimate associated with a
particular resource access request. The policy also may
receive, for each user, a mapping from a resource value
associated with a requested protected resource by a user to
a user trust value associated with the user for the resource
value. The policy also may receive a mapping from a
requested protected resource to its associated resource value.
For each requested protected resource, the mapping is a
mechanism that quantifies the protected resource’s value,
importance, or sensitivity. This mapping mechanism may be
a static mapping mechanism, such as a database table.
Alternatively, the mapping mechanism may be implemented
in a computational way using a document classifier that
computes a value of a protected document resource from
metadata corresponding to the document and/or content of
the document. In addition, the resource value may be
acquired from information contained within the resource
access request, such as a monetary value of a bank trans-
action (e.g., a funds transfer). Further, the policy also may
receive input from a module that in an emergency situation
adjusts either the modulated user trust value associated with
a user requesting access to a protected resource or the
resource value associated with the requested protected
resources. An enterprise typically relaxes resource access
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control so that personnel of the enterprise can quickly access
the protected resources to handle an emergency. This emer-
gency adjuster module may be an identity function whose
input and output are the same if the enterprise does not want
to handle an emergency in this manner.

With reference now to FIG. 3, a diagram illustrating a
resource access control system is depicted in accordance
with an illustrative embodiment. Resource access control
system 300 may be implemented in a computer, such as
server 104 in FIG. 1 or data processing system 200 in FIG.
2. Resource access control system 300 may include a
plurality of different modules or software components. For
example, resource access control system 300 includes
request receptor module 302, resource to value mapping
module 304, user to trust mapping module 306, risk esti-
mator module 308, user trust value adjuster module 309,
user trust value modulator module 310, emergency resource
value adjuster module 312, and policy engine 314. However,
it should be noted that resource access control system 300
may include more or fewer modules than shown. In other
words, resource access control system 300 may add one or
more modules not shown, combine two or more modules
that are shown, split modules into two or more other
modules, and the like.

When resource access control system 300 receives
resource access request 316, resource access control system
300 generates a resource access decision to determine
whether a requested access to a protected resource, such as
protected resource 116 in FIG. 1, is granted, denied, or
mitigation is required. In this example, resource access
request 316 includes user identification 318, resource iden-
tification 320, and context of resource access request 322.
However, it should be noted that resource access request 316
may include any data or information needed by the different
illustrative embodiments.

Resource access control system 300 utilizes request
receptor module 302 to receive resource access request 316
from a client device connected to a network, such as client
110 connected to network 102 in FIG. 1. Request receptor
module 302 extracts the resource identification from
resource access request 316 and inputs extracted resource
identification 324 into resource to value mapping module
304. Resource to value mapping module 304 determines
resource value 330, which is associated with resource iden-
tification 324 that corresponds to the requested protected
resource. If resource access control system 300 handles
resource access request 316 as an emergency, then resource
access control system 300 utilizes emergency resource value
adjuster module 312 to receive emergency value 336 for
adjusting (i.e., decreasing) resource value 330 of the
requested protected resource accordingly to generate
adjusted resource value 338. However, it should be noted
that emergency value 336 may be a zero (0) value, which
means that resource value 330 and adjusted resource value
338 would be the same value based on a zero emergency
value.

In addition, request receptor module 302 extracts the user
identification from resource access request 316 and inputs
extracted user identification 326 into user to trust mapping
module 306. User to trust mapping module 306 determines
how much “trust” is placed on the user requesting access to
the protected resource based on the value of the requested
protected resource. In other words, user to trust mapping
module 306 determines resource-dependent trust value asso-
ciated with user 332 and then inputs resource-dependent
trust value associated with user 332 into user trust value
adjuster module 309. User trust value adjuster module 309
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adjusts resource-dependent trust value associated with user
332 using emergency value 336 to generate adjusted user
trust value 333. User trust value adjuster module 309 outputs
adjusted user trust value 333 into user trust value modulator
module 310.

Further, request receptor module 302 extracts context
information 328 from resource access request 316 and inputs
extracted context of resource access request 328 into risk
estimator module 308. Risk estimator module 308 estimates
the risk associated with resource access request 316 based
on context of resource access request 328. Risk estimator
module 308 generates estimated risk 334 and inputs esti-
mated risk 334 into user trust value modulator module 310.

User trust value modulator module 310 modulates
adjusted user trust value 333 based on estimated risk 334 to
generate modulated user trust value 340. User trust value
modulator module 310 inputs modulated user trust value 340
into policy engine 314. Afterward, policy engine 314 maps
the inputted <modulated user trust value 340, adjusted
resource value 338> tuple to an access control decision
based on a trust/value/risk-based access control policy, such
as trust/value/risk-based access control policy 218 in FIG. 2.
Then, policy engine 314 sends resource access control
decision output 342 to the access enforcement point. The
access enforcement point may be located on a client, a
server, or in part on the client and in part on the server.
Resource access control decision output 342 may be a
decision to allow access by the user to the requested pro-
tected resource, a decision to deny access by the user to the
requested protected resource, or a decision to mitigate access
risk using a risk mitigation measure in order to allow the
request. It should be noted that resource access control
system 300 may adjust either resource value 330 or modu-
lated user trust value 340 during an emergency situation.

In this example, resource access control system 300
represents resource-dependent trust value associated with
user 332 as a mapping, such as (resource value dependent
user trust value associated with a particular user)=ValueDe-
pendentTrust,,.., (resource value). It should be noted that
user to trust mapping module 306 does not have adjusted
resource value 338 as an input and that user trust value
modulator module 310 modulates the entire ValueDepen-
dentTrust, ., mapping. Policy engine 314 then utilizes
adjusted resource value 338 and the modulated ValueDe-
pendentTrust,,.., mapping (i.e., modulated user trust value
340) as input to generate resource access control decision
output 342.

As an alternative illustrative embodiment, user to trust
mapping module 306 may receive resource value 330 as
input so that the user to trust mapping will produce a user
trust value instead of the ValueDependentTrust,,, mapping.
Consequently, user trust value modulator module 310 modu-
lates this user trust value. Policy engine 314 utilizes adjusted
resource value 338 and modulated user trust value 340 as
input to generate resource access control decision output
342.

Resource access control system 300 sets up the trust/
value/risk-based access control policy by implementing a
plurality of steps. For example, resource access control
system 300 may first assess and assign a resource value to
each resource protected by resource access control system
300. These resource values do not have to be a set value,
such as, for example, a monetary value, but also may be a
unit-less utility number or a sensitivity level. This resource
value assignment may be a mapping, such as, for example,
resource value=ResourceValue(resource identifier). For
each requested protected resource, the mapping is a mecha-
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nism that quantifies the protected resource’s value or sen-
sitivity level. This mechanism may be a static mapping, such
as, for example, a database table. Alternatively, resource
access control system 300 may implement the mechanism in
a computational way, such as, for example, using a docu-
ment classifier to compute the resource value of a protected
document from metadata corresponding to the document
and/or content of the document. In addition, resource access
control system 300 may acquire the resource value from
information contained within the resource access request,
such as, for example, the monetary value of a funds transfer
in a banking transaction. However, it should be noted that
illustrative embodiments do not depend on any particular
kind of resource valuation or resource valuation mechanism.

Second, resource access control system 300 may specify
resource-dependent trust value associated with user 332 for
each user as a mapping, such as, for example, (resource
value dependent user trust value associated with a user)=
ValueDependentTrust,,_,(resourcevalue). Resource access
control system 300 may implement the ValueDependent-
Trust,,,,, mapping in many different ways. Two examples
may be a database table and a mathematical function. Other
implementations also are possible. It should be noted that
illustrative embodiments do not depend on any specific
mapping from resource value associated with the requested
protected resource to user trust value associated with the
user requesting access to the protected resource nor do
illustrative embodiments depend on any specific implemen-
tation of the mapping.

Third, resource access control system 300 may specify/
implement a risk estimator, such as risk estimator module
308. Risk estimator module 308 produces a quantified risk
estimate based on the context of a resource access request,
such as context of resource access request 328. For example,
Risk Estimate=RiskHstimator(context of a resource access
request). It should be noted that illustrative embodiments do
not depend on any specific risk estimator.

Fourth, resource access control system 300 may specify/
implement a user trust modulator, such as user trust value
modulator module 310, which modulates the trust value
associated with a user based on the risk estimate from the
risk estimator, such as estimated risk 334 from risk estimator
module 308. For example, (Modulated Trust)=TrustModu-
lator(resource value dependent user trust value associated
with user, risk quantitatively estimated from the context
associated with a resource access request). It should be noted
that illustrative embodiments do not depend on any specific
user trust modulator.

Fifth, resource access control system 300 may specify/
implement a resource value adjustor, such as emergency
resource value adjuster module 312, to adjust (i.e., decrease)
resource values associated with requested protected
resources in an emergency. It should be noted that illustra-
tive embodiments do not depend on any particular resource
value adjustor. Also, the resource value adjustor may be an
identity function. In other words, the resource adjustor does
not adjust the resource values. As an alternative to the
resource value adjustor, illustrative embodiments may uti-
lize a user trust value adjustor that adjusts (i.e., increases)
the modulated user trust value, such as modulated user trust
value 340 in an emergency.

Sixth, resource access control system 300 may specify/
implement several different options for resource access
control decisions. Typically, resource access control system
300 may implement resource access control decision
options, such as allow, deny, and mitigate. However, it
should be noted that a specific trust/value/risk-based access
control policy may include its own set of decision options.
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The mitigation option may include a broad range of options,
such as, for example, generate additional user authentication
challenges to verify user identity, redact protected resource
content to reduce the resource value at risk, delete protected
resource content currently available to the user on a client
device, send a request to the user to change the context of the
resource access request, such as request user to change
geographic location and/or change client device, and other
risk mitigation strategies. Resource access control system
300 may utilize these mitigation options individually or in
combination. However, it should be noted that illustrative
embodiments do not depend on any specific set of resource
access control decision options.

Seventh, resource access control system 300 may specify/
implement a resource access control policy as a mapping,
such as, for example, PolicyMapping(value of requested
protected resource, value of user trust associated with user
requesting access to the protected resource)=(a resource
access control decision option). The resource access control
decision option is one of those options listed above. A
typical mapping/policy would consist of IF . . . THEN rules
such as, for example, IF user trust value is in range rt, AND
resource value is in range rval,, THEN resource access
control decision=option opt;; ELSE IF user trust value is in
range rt, AND resource value is in range rval,, THEN
resource access control decision=option opt;; ELSE resource
access control decision=opt ;- IF . . . THEN rules are not
the only way to specify a mapping/policy. For example,
resource access control system 300 may specify a policy as
a mathematical function f, among other possibilities. The
mathematical function may be, for example, Decision=Ff
(user trust value, resource value). However, it should be
noted that illustrative embodiments do not depend on any
specific way to specify or implement such a mapping.

Eighth, resource access control system 300 may specify/
implement a receptor of resource access requests, such as
request receptor module 302. An example implementation is
a reverse proxy server that accepts resource access requests.
In addition, the resource access request receptor also may
coordinate and/or perform user authentication, authoriza-
tion, and resource access control enforcement. It should be
noted that illustrative embodiments do not depend on any
specific kind of resource access request receptor.

With reference now to FIG. 4, a diagram illustrating a
resource access control process is depicted in accordance
with an illustrative embodiment. Resource access control
process 400 may be implemented in a computer, such as
server 104 in FIG. 1 or data processing system 200 in FIG.
2. Resource access control process 400 begins by receiving
a resource access request to a protected resource, such as
protected resource 116 in FIG. 1, at 402. The resource access
request may be received from, for example, a client device
connected to a network, such as client 110 connected to
network 102 in FIG. 1. The resource access request may be,
for example, resource access request 316 in FIG. 3. Then,
resource access control process 400 extracts a resource
identifier associated with the requested protected resource
from the resource access request at 404, extracts a user
identifier associated with the user requesting access to the
protected resource from the resource access request at 406,
and determines a context of the resource access request from
context information corresponding to the resource access
request at 408.

Afterward, resource access control process 400 retrieves
a resource value corresponding to the extracted resource
identification at 410 and receives an emergency value at 412.
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Resource access control process 400 adjusts the resource
value at 414 based on the retrieved resource value and the
received emergency value to generate an adjusted resource
value. However, it should be noted that the emergency value
may be a zero value. In other words, if the received
emergency value at 412 is a zero value, then the adjusted
resource value is equal to the retrieved resource value at 410.

In addition, resource access control process 400 retrieves
a user trust value corresponding to the extracted user iden-
tifier at 416 and estimates a risk value associated with a
context of the resource access request at 418. Further,
resource access control process 400 adjusts the retrieved
user trust value based on the received emergency value at
419. Furthermore, resource access control process 400
modulates the adjusted user trust value based on the esti-
mated risk value at 420. Then, resource access control
process 400 generates a resource access control decision
based on the adjusted resource value and the modulated user
trust value at 422. Subsequently, resource access control
process 400 outputs the resource access control decision to
the client device via the network at 424.

With reference now to FIG. 5, a diagram illustrating a
trust/value/risk-based access control policy is depicted in
accordance with an illustrative embodiment. Trust/value/
risk-based access control policy 500 may be, for example,
trust/value/risk-based access control policy 218 in FIG. 2. In
addition, trust/value/risk-based access control policy 500
may be implemented in a computer, such as server 104 in
FIG. 1 or data processing system 200 in FIG. 2.

In this example, trust/value/risk-based access control
policy 500 is depicted as a plurality of decision boxes placed
along resource value axis 502 and user trust value axis 504.
Each decision box within the plurality of decision boxes
placed along resource value axis 502 and user trust value
axis 504 includes a decision, such as, for example, a decision
to allow access by a user to a protected resource, a decision
to allow access by a user to a protected resource and log, and
a decision to deny access by a user to a protected resource.
The protected resource may be, for example, protected
resource 116 in FIG. 1. A decision to allow access by a user
to a protected resource and log is a decision to allow the user
access to the protected resource, but also the mitigation
response is to log events associated with the access, such as,
for example, name and identifier of the user, name and
identifier of the protected resource accessed by the user,
actions taken by the user while accessing the protected
resource, date and time of access, et cetera. However, it
should be noted that trust/value/risk-based access control
policy 500 may include other decisions, such as, for
example, defer decision to a higher authority.

Trust/value/risk-based access control policy 500 defines
the user trust value associated with a particular user using
trust curve associated with user 506. Further, trust/value/
risk-based access control policy 500 may adjust a resource
value associated with a requested protected resource by
horizontally shifting the plurality of decision boxes along
resource value axis 502. A horizontal shift of the plurality of
decision boxes to the left along resource value axis 502
results in a decrease of a resource value of a protected
resource. Similarly, a horizontal shift of the plurality of
decision boxes to the right along resource value axis 502
results in an increase of a resource value of a protected
resource. It should be noted that horizontally shifting the
decision boxes along resource value axis 502 is mathemati-
cally equivalent to horizontally shifting trust curve associ-
ated with user 506 in an opposite direction by a same
amount.
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Trust/value/risk-based access control policy 500 modu-
lates the user trust value associated with a user requesting
access to a protected resource by down-shifting trust curve
associated with user 506 based on the estimated risk, such as
user trust curve down-shifted by estimated risk 508. The
decision box where user trust curve down-shifted by esti-
mated risk 508 (i.e., the modulated user trust curve) inter-
sects with resource value of requested protected resource
510 provides resource access control decision 512. In this
example, resource access control decision 512 is a decision
to allow access to the requested protected resource by the
user.

With reference now to FIGS. 6A-6B, a flowchart illus-
trating a process for managing access control of a protected
resource is shown in accordance with an illustrative embodi-
ment. The process shown in FIGS. 6A-6B may be imple-
mented in a computer, such as, for example, server 104 in
FIG. 1 or data processing system 200 in FIG. 2.

The process begins when the computer receives a
resource access request to a protected resource that includes
a resource identifier of the protected resource, a user iden-
tifier of a user associated with the resource access request,
and resource access context information from a client device
via a network (step 602). The protected resource may be, for
example, protected resource 116 in FIG. 1. The client device
may be, for example, client 110 in FIG. 1. The network may
be, for example, network 102 in FIG. 1. The resource access
request that includes the resource identifier of the protected
resource, the user identifier of the user associated with the
resource access request, and the resource access context
information may be, for example, resource access request
316 that includes user identifier 318, resource identifier 320,
and context of resource access request 322 in FIG. 3.

Subsequently, the computer extracts the resource identi-
fier of the protected resource and the user identifier of the
user, such as resource identifier 324 and user identifier 326
in FIG. 3, from the resource access request (step 604). In
addition, the computer determines a context of the resource
access request, such as context of resource access request
326 in FIG. 3, from the resource access context information
included in the resource access request (step 606). Further,
the computer retrieves a resource value, such as resource
value 330 in FIG. 3, associated with the resource identifier
of the protected resource using a resource identifier to
resource value mapping (step 608). The computer also
receives an emergency value, such as emergency value 336
in FIG. 3, associated with the resource access request (step
610).

Afterward, the computer adjusts the resource value, such
as adjusted resource value 338 in FIG. 3, associated with the
resource identifier of the protected resource using the
received emergency value associated with the resource
access request (step 612). In addition, the computer retrieves
a user trust value, such as resource-dependent trust value
associated with user 332 in FIG. 3, associated with the user
identifier of the user using a user identifier to user trust value
mapping (step 614). Furthermore, the computer adjusts the
retrieved user trust value using the received emergency
value (step 615). However, it should be noted that step 615
may be an alternative to step 612. In other words, different
illustrative embodiments may adjust the retrieved user trust
value instead of the retrieved resource value. The computer
also estimates a risk value, such as estimated risk 334 in
FIG. 3, associated with the determined context of the
resource access request (step 616).

Then, the computer modulates the user trust value, such as
modulated user trust value 340 in FIG. 3, associated with the
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user identifier of the user based on the estimated risk value
associated with the determined context of the resource
access request (step 618). Further, the computer generates a
resource access control decision based on the adjusted
resource value and the modulated user trust value (step 620).
Subsequently, the computer outputs the generated resource
access control decision, such as resource access control
decision output 342 in FIG. 3, based on the adjusted resource
value and the modulated user trust value to the client device
via the network (step 622). Thereafter, the process termi-
nates.

Thus, illustrative embodiments provide a computer-
implemented method, computer system, and computer pro-
gram product for generating a resource access control deci-
sion based on an adjusted resource value associated with a
protected resource and a modulated user trust value associ-
ated with a user requesting access to the protected resource.
The descriptions of the various embodiments of the present
invention have been presented for purposes of illustration,
but are not intended to be exhaustive or limited to the
embodiments disclosed. Many modifications and variations
will be apparent to those of ordinary skill in the art without
departing from the scope and spirit of the described embodi-
ment. The terminology used herein was chosen to best
explain the principles of the embodiment, the practical
application or technical improvement over technologies
found in the marketplace, or to enable others of ordinary
skill in the art to understand the embodiments disclosed
here.

The flowchart and block diagrams in the Figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods and computer pro-
gram products according to various embodiments of the
present invention. In this regard, each block in the flowchart
or block diagrams may represent a module, segment, or
portion of code, which comprises one or more executable
instructions for implementing the specified logical
function(s). It should also be noted that, in some alternative
implementations, the functions noted in the block may occur
out of the order noted in the figures. For example, two blocks
shown in succession may, in fact, be executed substantially
concurrently, or the blocks may sometimes be executed in
the reverse order, depending upon the functionality
involved. It will also be noted that each block of the block
diagrams and/or flowchart illustration, and combinations of
blocks in the block diagrams and/or flowchart illustration,
can be implemented by special purpose hardware-based
systems that perform the specified functions or acts, or
combinations of special purpose hardware and computer
instructions.

What is claimed is:

1. A computer-implemented method for generating a
resource access control decision, the computer-implemented
method comprising:

adjusting, by a computer, a resource value associated with

a resource identifier of a protected resource using an
emergency value associated with a resource access
request;

modulating, by the computer, a user trust value associated

with a user identifier of a user requesting access to the
protected resource based on an estimated risk value
associated with a context of the resource access
request; and

generating, by the computer, the resource access control

decision based on the adjusted resource value associ-
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ated with the protected resource and the modulated user
trust value associated with the user requesting access to
the protected resource.

2. The computer-implemented method of claim 1, further
comprising:

outputting, by the computer, the generated resource

access control decision to an enforcement point asso-
ciated with the user requesting access to the protected
resource, wherein the generated resource access control
decision is one of a decision to allow access by the user
to the protected resource, a decision to deny access by
the user to the protected resource, or a decision to
mitigate access risk using a risk mitigation measure.

3. The computer-implemented method of claim 2,
wherein the risk mitigation measure includes at least one of
generation of additional user authentication challenges to
verify identity of the user, redaction of protected resource
content to reduce the resource value, deletion of redacted
resource content available to the user on a client, and
sending a request to the user to change the context of the
resource access request by changing at least one of geo-
graphic location and client context to mitigate risk.

4. The computer-implemented method of claim 1, further
comprising:

adjusting, by the computer, the user trust value associated

with the user requesting access to the protected
resource using an emergency value associated with the
resource access request;
modulating, by a computer, the adjusted user trust value
associated with the user requesting access to the pro-
tected resource based on the estimated risk value asso-
ciated with the context of a resource access request; and

generating, by the computer, the resource access control
decision based on the modulated adjusted user trust
value associated with the user requesting access to the
protected resource.

5. The computer-implemented method of claim 1, further
comprising:

receiving, by the computer, the resource access request

that includes the resource identifier of the protected
resource, the user identifier of the user requesting
access to the protected resource, and context informa-
tion identifying the context of the resource access
request from a client.

6. The computer-implemented method of claim 5, further
comprising:

extracting, by the computer, the resource identifier of the

protected resource and the user identifier of the user
from the resource access request.

7. The computer-implemented method of claim 5, further
comprising:

determining, by the computer, the context of the resource

access request from the context information included in
the resource access request.

8. The computer-implemented method of claim 1, further
comprising:

retrieving, by the computer, the resource value associated

with the resource identifier of the protected resource
using a resource identifier to resource value mapping;
and

retrieving, by the computer, the user trust value associated

with the user identifier of the user using a user identifier
to user trust value mapping.

9. The computer-implemented method of claim 1,
wherein the context of the resource access request includes
at least one of a geographic location of a client associated
with the user requesting access to the protected resource, a
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level of security corresponding to the geographic location of
the client, a time of day when the resource access request
was made, a user behavior profile corresponding to the user
requesting access to the protected resource, a level of
security corresponding to the client utilized by the user
requesting access to the protected resource, a resource
access history log corresponding to the user requesting
access to the protected resource, and a number of protected
resources and their corresponding resource values the user
currently has access to.

10. The computer-implemented method of claim 1,
wherein the computer utilizes a trust/value/risk-based access
control policy to determine the resource access control
decision, and wherein the trust/value/risk-based access con-
trol policy separates the resource value associated with the
protected resource, the user trust value associated with the
user requesting access to the protected resource, and the
estimated risk value associated with the context of the access
request into three distinct components.

11. The computer-implemented method of claim 1,
wherein the computer assigns a resource value to each
protected resource in a plurality of protected resources
protected by the computer.

12. A computer system for generating a resource access
control decision, the computer system comprising:

a bus system;

a storage device connected to the bus system, wherein the
storage device stores computer readable program code;
and

a processor unit connected to the bus system, wherein the
processor unit executes the computer readable program
code to:

adjust a resource value associated with a resource iden-
tifier of a protected resource using an emergency value
associated with a resource access request;

modulate a user trust value associated with a user iden-
tifier of a user requesting access to the protected
resource based on an estimated risk value associated
with a context of the resource access request; and

generate the resource access control decision based on the
adjusted resource value associated with the protected
resource and the modulated user trust value associated
with the user requesting access to the protected
resource.

13. A computer program product stored on a computer
readable storage medium having computer readable pro-
gram code encoded thereon that is executable by a computer
for generating a resource access control decision, the com-
puter program product comprising:

computer readable program code to adjust a resource
value associated with a resource identifier of a pro-
tected resource using an emergency value associated
with a resource access request;

computer readable program code to modulate a user trust
value associated with a user identifier of a user request-
ing access to the protected resource based on an esti-
mated risk value associated with a context of the
resource access request; and

computer readable program code to generate the resource
access control decision based on the adjusted resource
value associated with the protected resource and the
modulated user trust value associated with the user
requesting access to the protected resource.

14. The computer program product of claim 13, further

comprising:

computer readable program code to output the generated
resource access control decision to an enforcement
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point associated with the user requesting access to the
protected resource, wherein the generated resource
access control decision is one of a decision to allow
access by the user to the protected resource, a decision
to deny access by the user to the protected resource, or
a decision to mitigate access risk using a risk mitigation
measure.

15. The computer program product of claim 14, wherein
the risk mitigation measure includes at least one of genera-
tion of additional user authentication challenges to verify
identity of the user, redaction of protected resource content
to reduce the resource value, deletion of redacted resource
content available to the user on a client, and sending a
request to the user to change the context of the resource
access request by changing at least one of geographic
location and client context to mitigate risk.

16. The computer program product of claim 13, further
comprising:

computer readable program code to adjust the user trust

value associated with the user requesting access to the
protected resource using an emergency value associ-
ated with the resource access request;

computer readable program code to modulate the adjusted

user trust value associated with the user requesting
access to the protected resource based on the estimated
risk value associated with the context of a resource
access request; and

computer readable program code to generate the resource

access control decision based on the modulated
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adjusted user trust value associated with the user
requesting access to the protected resource.
17. The computer program product of claim 13, further
comprising:
computer readable program code to receive the resource
access request that includes the resource identifier of
the protected resource, the user identifier of the user
requesting access to the protected resource, and context
information identifying the context of the resource
access request from a client.
18. The computer program product of claim 17, further
comprising:
computer readable program code to extract the resource
identifier of the protected resource and the user iden-
tifier of the user from the resource access request.
19. The computer program product of claim 17, further
comprising:
computer readable program code to determine the context
of the resource access request from the context infor-
mation included in the resource access request.
20. The computer program product of claim 13, further
comprising:
computer readable program code to retrieve the resource
value associated with the resource identifier of the
protected resource using a resource identifier to
resource value mapping; and
computer readable program code to retrieve the user trust
value associated with the user identifier of the user
using a user identifier to user trust value mapping.

#* #* #* #* #*



